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7. Declared performances
Harmonised technical  

specification

Essential characteristics Performance

EN13967

Reaction to fire (class) EN 13501-1 F

Water tightness at 2kPa
EN 1928:2002  
2kPa/24h - method A

Waterproof

Chemical resistance
EN 1847:2010 
(test liquid 2-milk of lime,  
28 days at 23°C)

After exposure to chemicals - Watertightness
EN 1928:2002 
2kPa/24h - method A

Waterproof

Artificial ageing by long term exposure  
to elevated temperature

EN1296:2002  
(12weeks/70°C)

After artificial ageing - Watertightness
EN 1928:2002 
2kPa/24h - method A

Waterproof

The product does not contain the dangerous substances referred to in art. Articles 31 and 33 of the REACH Regulation. 

The performance of the product identified above is in conformity with the set of declared performance/s. This declaration of performance 
is issued, in accordance with Regulation (EU) No 305/2011, under the sole responsibility of the manufacturer identified above.  

Signed for and on behalf of the manufacturer by: 

Morten Kudahl

Declaration of Performance – no. 6/2020
1. Unique identification code of the product type KliiMA radon og fugtspærre 

2. Intended use Flexible sheets for waterproofing — EN 13967 

3. Manufacturer KliiMA ApS   
Geneesgade 5   
DK-8700 Horsens  
www.kliima.dk 
info@kliima.dk

4. System of AVCP System 4

5. Harmonised standard EN 13967

6. Notified bodies Instytut Mechanizacji Budownictwa i Górnictwa Skalnego  
Oddział Zamiejscowy w Katowicach  
Al. W. Korfantego 193 A, 40-157 Katowice (NB 1454) performed an initial type test 
under system 4 and issued a test report.  
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